














P r o t o t y p e  P o r t f o l i o  :  P a t t e r n  N o . 7

T h e  7 t h  p a t t e r n  e m b r a c e s  

t h e  i n f e r e t e n c e  o f  t r a d i t i o n a l  

m a n u f a c t u r i n g ,  e s p e c i a l l y  t h e  

f e m e n i t y  i n  i t .  T h e r e f o r e ,  t h e  l e t t e r  

r e p e r e s e n t i n g  " p o w e r "  w a s  a l i g n e d  

i n  a  c o n t i n u o u s  f o r m �y .  

1. "Sashiko" is a traditional embroidery style 

in Japan. Usually a thick white thread is used  to 

make small stiches, that are rougher that we see 

in European style embroidery. Here, the the style 

was digitally  imitated by making white stiches 

appear alternately. 

The way for both the blue and white stiches to 

appear on the digital embroidery machine, was 

by regulating the tightness of the embroidery 

frame and the lower thread to a 

point where the lower thread constantly appears 

next to the upper stich.

3. The collar was designed by using traditional 

lacquer��that hardens when dried, instead of  

adding core material to the insides. 

After the textile for the collar was made, the 

same pattern was embroidered on top of it. 

The lacquer is hard, but softens when heated, 

and therefore was ironed and presses against 

�W�K�H�����Q�H�F�N�O�L�Q�H���W�R���E�H���¿���U�P�O�\���V�K�D�S�H�G���W�R���¿���W���Z�H�O�O��

Not only is it organic, but the color naturally 

changes over time. The idea was to represent 

the inheretence of the traditional lacquer use 

tecnique, and also the chages of the texture.

2. Traditional lacquer "Urushi" is also a traditional 

fabrication material inhereted in Japan. The materila 

is usually known to be used for highend tablewear, 

highend accesories, and ancient artifacts such as 

wooden statues that were meant to last centuries. 

The lacquer is known to harden , change colors and 

texture over the years, and to be extremely��strong 

and long lasting. 

In this process, I tried painting several different 

garments, mainly exploring the hygroscopic so the 

garment does not suck in too much of the lacquer. If 

it does, it gets too hard to bend arount the neckline. 


